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TECHNICAL DATA

SIKU DVUT HBE EC A22 WIFI

MODELS DVUT 300 HBE EC DVUT 500 HBE EC DVUT 1200 HBE EC

VOLTAGE (50/60 HZ) 1 ~ 230 V 3 ~ 400 V

POWER CONSUMPTION EXCL. ELECTRIC HEATING REGISTER 125 W 230 W 350 W

POWER CONSUMPTION OF THE PRE-HEATER 1400 W 1400 W 6300 W

CURRENT EXCL. ELECTRIC HEATING REGISTER 0,9 A 1,7 A 1,6 A
CURRENT OF THE SYSTEM INCLUDING 

ELECTRIC HEATING REGISTER 7 A 7,8 A 9,6 A

AIR FLOW RATE 320 m³/h 580 m³/h 1240 m³/h

NUMBER OF REVOLUTIONS 2150 min-1 1280 min-1 3630 min-1

SOUND PRESSURE LEVEL AT 3 M (FREE RADIATION) 21 dBA 23 dBA 24 dBA

MAX. TEMPERATURE OF TRANSPORTED AIR from -25°C until +40°C

HEAT RECOVERY EFFICIENCY 78-92 % 75-94 % 84-96 %

DIAMETER OF THE CONNECTING PIECE Ø 200 mm Ø 250 mm Ø 400 mm

WEIGHT 139 kg 193 kg 398 kg

SEV-CLASS A A A+

IP IP22 IP22 IP22

PRODUCT DESCRIPTION

•	equipped with a polystyrene counterflow heat 
exchanger

•	Floor mounting, horizontally directed nozzles
•	including bypass valve
•	with electric preheater register
•	electronically controlled synchronous motor
•	with automatic for and exhaust air flaps
•	Filter class G4
•	including antifreeze
•	including overheating protection
•	Controls via smartphone via WiFi

The SIKU DVUT HBE EC are single-room floor 
ventilation systems in a heat- and sound-insula-
ted housing. These are designed for classrooms, 
offices and other public and commercial spaces. 
The ideal solution for simple and efficient ven-
tilation for new builds and as a retrofit 
in existing builds.

IP22
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DIMENSIONS (MM)

MODELS W W1 W2 L L1 H H1 H2 D

DVUT 300 HBE EC 620 230 195 470 520 1770 1476 294 200

DVUT 500 HBE EC 750 290 230 535 585 2170 1883 337 250

MODELS H H1 D H3 H4 H5 L L1 L2 L3

DVUT 1200 HBE EC 2106 2000 397 545 1110 70 1900 1951 265 535
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S

ta
ti

c 
p

re
ss

u
re

Capacity

Air flow

S
ta

ti
c 

p
re

ss
u

re

Capacity

Air flow

S
ta

ti
c 

p
re

ss
u

re

Capacity

Air flow



Printing errors, mistakes and technical changes reserved.siku.at

AVAILABLE MODELS PACKAGING UNITITEM NUMBER

SIKU DVUT 300 HBE EC A22 WiFi
SIKU DVUT 500 HBE EC A22 WiFi
SIKU DVUT 1200 HBE EC A22 WiFi

(Item no. 50652)
(Item no. 50657)
(Item no. 50660)

1 Pcs
1 Pcs
1 Pcs

CONSTRUCTION

ACCESSORIES PACKAGING UNITITEM NUMBER

Outer hood for SIKU DVUT 300 HB EC
Outer hood for SIKU DVUT 500 HB EC
Outer hood for SIKU DVUT 1200 HB EC

(Item no. 50661)
(Item no. 50658)
(Item no. 50662)

1 Pcs
1 Pcs
1 Pcs

exhaust filter

control unit

humidity sensor

Actuator of the bypass damper

supply air filter

Electric pre-heater

supply air filter

Electric post-heating register

heat exchanger

supply air fan
exhaust flap

exhaust fan

supply air damper 

These items are only available to order. Delivery time 6-8 weeks.




